Changeover switch with overlapped contacts te le rg Qn

Model CCF — 3P+N — 800A gorlan

Thermal current Ith (-30 to 50 °C)

800A
Rated insulation voltage Ui (V)
1000
2l e J -
B _\ . Rated impulse withstand voltage Uimp (kV)
L e 2
it X "'
< H ' i Rated operational currentle (A)
¢ Voltage (C) Category of operation le
400V AC21A 800
AC22A 800
Indicative picture of this series 500V AC21A 800
AC22A 800
Standards 690V AC21A 800
AC22A 630
IEC 60947-1&3 | EC ** Please consult for other voltages and/or category of
* operation
Quality Telergon
— Short-circuit behaviour
ISO 9001 & 14001 A hiniie Short-circuit making capacity (peak value) lm  20kA
T"’"ﬂ so e Short-time withstand current (1 sec) (rms) lew 13kA

weeneAuy.com
1D 165053481

Connection capacity

Testing as per IEC 60947- 3 Approvals

Bar (Thickness / Width) (mm) 2x6/45

Austrian Institute of Rigid cable (mm?) 2x240
Technology AUSTRIAN INSTITUTE Max. Connecting copper bar (mm) 45
OF TECHN ; ; 45

Tightening torque (N-m)

TOMORROW TODAY
Mechanical data
Minimum number of operations (as per standard)
without load 2500
Maximum weight (kg) 14,6
Case size Poles Switch code Accessories & codes
Size 2 3P+N CCF08003NS0 Direct handle DCCLI21
Panel handle DCCLA21
Auxiliary contact D5LAUO1
Terminal shrouds DM2CU23 (Pos. I+ll)
DCCCU22 (Output)

You will find detailed information about our products on our web site www.telergon.com
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