Data sheet:

AUXILIARY CONTACT
D5LAUO2

telergon

g orlan team

Standards. IEC 60947-1 & 3

Quality Telergon, S.A.U.

Electrical data (according to IEC 60947-3

Thermal current Ith (-30 to 50 °C) 16A
Rated insulation voltage Ui (V) 250
Rated impulse withstand voltage Uimp (kV) 2000

® Mounting Holes

Two, 3.1-dia. mounting holes or
M3 screw holes

N\

IS0 9001 & 14001
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Type 16, 11, 6A type | 0.1A type

. Mechanical 107 operations (at 60 cpm)
Expected life 100 5 Trated load
(min_) Electrical 105 Operations (at rated Ioad|20 cpm) operations (at rated load)

2 = 10° operations (at low-level circuit rating)

Insulation resistance

100MQ (at 500V DC)

Between terminals

1,000Vrms for 1 min.

Between terminals and other
exposed metal parts

Dielectric
strength

2,000Vrms for 1 min.

Between terminals and ground

2,000%¥rms for 1 min.

Contact resistance (initial)

50mQ (by voltage drop at 1A 6 to 8V DC) | 50mQ (by voltage drop at 0.1A 6 to 8V DC)

Vibration resistance (by pin plunger)

10 to 55Hz at simple amplitude of 0.75mm (Contact opening: max. Tmsec.)

Shock resistance (by pin plunger)
(contact opening: max. Tmsec.)

O.F. 0.49N max. type Min. 98m/s? O.F. 0.49N max. type Min. 98m/s2
O.F. 0.98N max. type Min. 196m/s? O.F. 0.98N max. type Min. 196m/s?
O.F. 1.96N to 3.92N max. type Min. 294m/s2 O.F. 1.96N max. type Min. 294m/s?

Allowable operating speed

0.1 to 1,000mm/sec. (at pin plunger)

Maximum operating cycle rate 600cpm
Ambient temperature —25 to +105°C (Not freezing below 0°C)
Weight Approx_ 6 3g

Contact material

6A type: AgNi alloy,

11A and 16A type: AgSnO: alloy AgNi alloy + Au-clad

Remarks: 1. Test conditions and judgement are in accordance with NECA C 4505.

2. OF: Value of pin plunger

3. When switching at low and high speeds or under vibration, or in high-temperature, high-humidity environments, life and performance may be reduced
significantly depending on the load capacity. Please consult us.

You will find detailed information about our products on our web site www.telergon.es
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