l
DC Switch-disconnector te e ran

Model S6R 250A 1500Vdc gorlan
& 'Y Electrical data (according to UL98 B)
@ "9 Thermal current Ith (-20 to 50 °C) 250A

Rated insulation voltage Ui (V) 1500

DC Rated operational current le (A)

Voltage (DC) Category of I
operation
1500V UL98 B 250

Short-circuit behaviour

Short-circuit rating lec 10kA
Standards Connection capacity
2X
IEC 60947-1 & 3 1EC Min. Busbar Connection Qty in? 5/32x1-3/16
o range (mm?) (4x30)
Tightening torque Ib-inch 212
(Nm) (24)
UL98 B
Quality Telergon, SAU Maximum weight (kg) 5
IS0 9001 & 14001 Eé‘%":ﬁ%fs
. DO NOTUSEIN
Test UL.A |
> pe’.] pprovazs @ GROUNDED INSTALLATIONS
Case size Poles Code Accessories
Size 1 2 S6R0250BCSO0L Panel handle DS-SA11
Auxiliary contact D5LAUOT (1INO+1NC)
D5LAUO02 (2NO+2NQ)
Connection diagram
|2 Top view Bottom view
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Dimensions

You will find detailed information about our products on our web site www.telergon.es
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Standard
fixing
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mm | Ib.inch | mm | Ib.inch Nxm | Ib.inch

4 5/32 30 | 1-3/16 | M12 24 212
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